KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN DI NEGERI SELANGOR (2026 - 2031)
KERJA - KERJA PENYELENGGARAAN RUTIN BAGI KONTRAK JANGKA PANJANG PENYELENGGARAAN
JALAN DI NEGERI SELANGOR (2026 - 2031)

Bil. Keterangan kerja Unit | Kuantiti | Harga Jumlah

1 |RO3 - Kerja - kerja pemotongan rumput KM 100

Keterangan kerja - Rujuk lampiran

Jumlah

Bil 1/1




KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN DI NEGERI SELANGOR (2026 - 2031)
KERJA - KERJA PENYELENGGARAAN RUTIN BAGI KONTRAK JANGKA PANJANG PENYELENGGARAAN
JALAN DI NEGERI SELANGOR (2026 - 2031)

Bil. Keterangan kerja Unit | Kuantiti | Harga Jumlah

1 |RO5 - Kerja - kerja pembersihan dan pembaikan kecil KM 100
pembentung, jejantas dan jambatan.

Keterangan kerja - Rujuk lampiran

Jumlah

Bil 1/1




KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN DI NEGERI SELANGOR (2026 - 2031)
KERJA - KERJA PENYELENGGARAAN RUTIN BAGI KONTRAK JANGKA PANJANG PENYELENGGARAAN
JALAN DI NEGERI SELANGOR (2026 - 2031)

Bil. Keterangan kerja Unit | Kuantiti | Harga Jumlah

1 |RO7 - Kerja - kerja pembersihan longkang. KM 100

Keterangan kerja - Rujuk lampiran

Jumlah

Bil 1/1




KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN DI NEGERI SELANGOR (2026 - 2031)
KERJA - KERJA PENYELENGGARAAN RUTIN BAGI KONTRAK JANGKA PANJANG PENYELENGGARAAN
JALAN DI NEGERI SELANGOR (2026 - 2031)

Bil. Keterangan kerja Unit | Kuantiti | Harga Jumlah

1 |RO8 - Kerja - kerja pembersihan jalan. KM 100

Keterangan kerja - Rujuk lampiran

Jumlah

Bil 1/1




Appendix 1
Routine Maintenance Works

KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI SELANGOR
DARUL EHSAN (TAHUN 2026 - 2030)

ITEM

SCOPE OF WORKS

RO3

GRASS CUTTING

The Company shall provide all labour, equipment, tools, materials, transports,
machinery and whatever necessary for the execution of the works below:;

1. Berm drain, interceptor drain, scupper drain & all other related types of drain on
slopes.

2. Clear vegetation on paved surface.
3. Median.

4. Road shoulder.

5. Slope area.

6. Surrounding fidder pillar with 1 meter radius.

Grass cutting shall be defined as the cutting, collecting, removal and disposal of the
grass, bushes, vegetation, shrubs and any foreign object within grass cutting area
including any spillage due to the work, cycle twice a month for all types of roads.

The Company shall cut, collect & remove out of site all types of grass to a heighf not
more than 50mm from ground/soil level.

The Company shall ensure there will be no grass/vegetation/foreign object on paved
surface after finishing the work.

i All types of roads - 2 cycle per month with the height of grass shall be not
more than 50 mm at all the time without prejudice.

The Company shall follow without dispute the routine maintenance works specification
and method of statement as per Appendix [ (Part 4).




APPENDIX 1: PART 2 - AGREED PERFORMANCE STANDARDS
Selangor State Road Maintenance

Part 2 - Category Of Works And Agreed Performance Standards

ITEM NO BRIEF DESCRIPTION OF CONDITION AGREED PERFORMANGE

STANDARDS
RO3 GRASS CUTTING
Cycle
All type of roads - 2 cycle per month For all the areas described below,
ihe grass shall be cut to a height

Any types of roads within the Local Authorities (PBT) teritory/ of 50 mm
boundaries shall follow the Local

1 Road Shoulder Cut and dispose off grass, weeds

and vegetation at road shoulder
up to a width of three (3) meters
or one (1) meter beyond the road
side drain whichever is greater,

2 Slope area Cut and dispose of grass, weeds
and vegetation up to one {1)
meter of slope.

3 Brerm drain, interceptor drain and ali other types of drain on a) Cut and dispose off grass, weeds
slopes and vegetation up to second berm
and at a width of 1m on left and

right of drain,

b) Cut and dispose off grass, weeds
and vegetation after the second
berm and at a width of 1m on left
and right of drain.

4 Median Cut and dispose of grass, weeds
and vegetation at median,

5 Scope of Works as per Appendix | ; Part 1 : Routine Clean as per cycle
Maintainance Works

APS/3/10




Appendix 1
Specification

KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI
SELANGOR DARUL EHSAN (TAHUN 2026 - 2030)

RO 3.1

RO 3.2

RO 3 - GRASS CUTTING
SCOPE OF WORKS

Grass cutting shall be defined as the cutting, collecting, removal and disposal of the
grass, bushes, vegetation and any foreign object within grass cutting area including any
spillage due to the work, cycle twice a month for all types of roads.

The Company shall provide all materials, labour, tools, equipment, transport,
machinery and whatever necessary fo carry out the grass cutting works within specified
limits and extent as described below:

a. Grass cutting at road shoulder without road side drain (RSD) shall up to 3 meter
from pavement.

b. Road shoulder with more than 3 meters distance from RSD, the grass cutting shalil
be limited up to the RSD and/or as instructed by the Government

c. Grass cutting for berm drains, interceptor drains and all other type of drains on
slope shall be limited to the drains of the first and second berm of the slopes only
and at a width of 1 meter on left and right of the drains.

d. Clear paved surface of all vegetation.
e. At medians.

f. Along the road shoulders and verges including the roadside and shoulder drains.
The grass cutting works shall be for the maximum width of 3 meters of the
shoulder or 1 meter beyond the road side drain, whatever is greater.

g. On cut slopes and embankments, grass cutting works shall be limited up to one (1)
meter of the slope.

WORK PROCEDURES

L

Trimming of grass/tree/vegetation around road furniture's shall be done by hand
and the Company shall ensure that no undue damage is done to the furniture's.

b. The Company shall remove individual stones or other deleterious material and
foreign object, which may create a possible hazard 1o persons or property.

c. All grass shall be cut cleanly and evenly to a height not more than 50 mm.

d. The Company shall remove all types of vegetation found growing on the paved
surface of the road carriageway.

RO3-1/1



Appendix 1
Routine Maintenance Works

KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI SELANGOR
DARUL EHSAN {TAHUN 2026 - 2030)

ITEM

SCOPE OF WORKS

ROS5

BRIDGES, PEDESTRIAN BRIDGES AND CULVERTS

The Company shall provide all labour, equipment, tools, materials, transports,
machinery and whatever necessary for the execution of the works below:

1. Cleaning of expansion joint.

2, Cleaning of weep holes.

3. Cleaning of waterway/culvert opening and bridge carricaway.
4, Cleaning of parapets, railings and concrete barriers.

5. Cleaning of bearing shelves.

8. Cleaning of graffiti and markings.

7. Cleaning, lubricating and greasing of steel bearing/members.
8. To remove grass/vegetation, bushes, plants and trees.

9. Tighten belt and nut to bridge railing tube.

10.  Repaiting and coating for steel members.

The Company to ensure cleaning works cycles as follow:
i. Protocol/ Primary roads - 6 Cycles per year
ii. Secondary/ Minor roads - 6 Cycles per year

The Company shall ensure that the cycle of repainting/coating works for all types of
roads shall be one (1} cycle per year or as instructred by S.0

The Company shall follow without dispute the routine maintenance works specification
and method of statement as per Appendix 1 (Part 4)




APPENDIX 1: PART 2 - AGREED PERFORMANCE STANDARDS

Selangor State Road Maintenance

Part 2 - Category Of Works And Agreed Performance Standards

AGREED PERFORMANCE
ITEMNO BRIEF DESCRIPTION OF CONDITION STANDARDS
RO5 MAINTENANCE OF BRIDGES AND CULVERTS
1 Cycle

a. Cleaning Works
i. Protoco! / Primary road - 8 Cycle per year
ii. Secondary / Minor roads - 6 Cycle per year

Scope of work as per Appendix | : Part | : Routine
Maintenance Works

Clean as per cycle

APS/5/10




Appendix 1
Specification

KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI
SELANGOR DARUL EHSAN (TAHUN 2026 - 2030)

RO 5 - BRIDGES, PEDESTRIAN BRIDGES AND CULVERTS

RO 51 SCOPE OF WORKS

The Company shall provide all labour, equipment, tools, materials, transports,
machinery and whatever necessary to carry out the works as a routine exersice to
prevent bridges, pedestrian bridges and culverts structure deterioration;

a.

e.

Cleaning operation, removal of foreign material such as trash, dirt, drift, graffiti,
debris, vegetation, bushes, plants and trees or any other foreign object by hand,
simple tools and/or machineries. The area concemed include the bridge
carriageway, expansion joints, graffitt and markings, waterway, weep hole, culverts
openings, parapets, railing, concrete barriers and bearing shelves.

Small - scale restoration work which include repair to damaged concrete parapet
or stell railings or guardrails at bridge approaches, repainting of stone masonry
and brickwork. (All replacement works shall be included under Periodic
Maintenance Works)

Localised repainting operations for steel members such as railings.

Cleaning, lubricant, coating and greasing operations for stell bearings/members for
areas which are easily accessible.

Remove any tree/grass/vegetation manually that grows within structures.

ROS5.2 WORKPROCEDURES

a.

Cleaning and Removal of Debris.

The waterway of bridges and culveris openings shall be kept clear from logs,
stumps and other debris.

. The deck of bridges, culverts and the approaches shall be kept free of loose

material. Scupper drain and water down pipes shall be cleared from any blockage
and unwanted material to ensure smoath water flow.

The expansion joints where provide in the deck must be kept clear by removing all
large stones and silt to ensure that movement can occur unhindered at the joints
as the bridge expands and contracts and to avoid damage to the water proofing
seal.

. The weep holes in abutments shall be cleaned to ensure that the hole through the

wall is not blocked by foreign material which could prevent the free flow of seepage
water.

The exposed concrete surfaces shall be cleared from dirt.

RO5-1/3



Appendix 1
Specification

KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI
SELANGOR DARUL EHSAN (TAHUN 2026 - 2030)

RO 5 - BRIDGES, PEDESTRIAN BRIDGES AND CULVERTS

Repainting of Concrete Parapets, Railing Defects and Concret Barrier,

When there is deterioration of the existing paint, the effected area shall be cleaned
and repainted.

Repainting of Concrete Parapets, Railings and Concrete Barriers.

The surface to be repainted shall be scrapped from peeled paint film, free from
dirt, moss, algae growth, mud and loose particles and dry. The undercoat painting
shall be then applied and followed by final coating of acrylic paint.

i. Repainting of Steel Railings

Generally areas where there is deterioration in the existing paint, the surface to
receive new coat of paint shall be properly sand papered, cleaned, dried and free
from any dust or other unwanted materials which may hinder the adhesion of new
paint.

Where the existing paint shows the defects such as rust, cracks and peslings, it

shall be throughly removed by wire brushing, scrapping, sand-papering or blasting.

The exposed metal surfaces to be repainted shall be throughly cleaned, dried and
free from any rust before being primed with two coats of zinc chromate primer to
50 microns dry film thickness per coat.

Second ceat of paint shall be applied only when the previous coat is completely
dry.

RO5-2/3



Appendix 1
Specification

KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI
SELANGOR DARUL EHSAN (TAHUN 2026 - 2030}

RO 5 - BRIDGES, PEDESTRIAN CROSSING AND CULVERTS

Minor Non-Structural Repairs (Excluding the Soffit of Bridge Deck)

The Company shall carry out minor repair works for damaged non-structural
surface such as concrete and masonry surfaces.

Concrete Repair

When spalling of concrete occurs for the reinforced concrete surfaces, they shall
be repaired with suitable material to match with adjacent section. The general
construction methods are as follow:

Clean concrete surfaces to remove dirt and debris:
. Mark the area to be repaired.
. Break out the defective concrete using pneumatic tools.
. Grit blast level steel to remove corrosion.
. Prime steel.
. Wet substrate with clean water.
. Apply bonding aid.
. Apply cement and sand mortar.
. Remove surplus mortar.
* Finish with trowel, float and sponge.

. Cure the repaired area.

The Company shall follow the relevant requirement and specification in the
Standard Specification for road works in Section 3 and Section 9 or
JKR/SPJ/1988.

. Masonry Repair

Where the existing masonry surface are damaged, they shall be repaired with
suitable material fo match with adjacent section in accordance to JKR Standard
Specification for road works in sub-section 3.7.2 and 3.7.3 of JKR/SPJ/1988.

RO 5-3/3



Appendix 1
Routine Maintenance Works

KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI SELANGOR
DARUL EHSAN (TAHUN 2026 - 2030)

ITEM

SCOPE OF WORKS

RO7

DRAINAGE

The Company shall provide all labour, equipment, tools, materials, transports,
machinery and whatever necessary for the execution of the works below:

1. Blocked gratings.
Cleaning debris/ foreign object in lined and unlined drains. {Earth drain)

Cleaning debris/ foreign object in scupper drain, sump and culvert.

Repair fo damaged drains, sumps, misaligned and unlined drains.

2

3

4, Cleaning in closed/ coverad drain.
5

6 Replace covers and gratings

7.

Repair to damaged covers and gratings.

The Company to ensure cleaning works cycles as follow:
i.  Protocol/ Primary roads - 6 Cycles per year
ii. Secondary/ Minor roads - 4 Cycles per year

The Company shall follow without dispute the routine maintenance works specification
and method of statement as Appendix 1 {Part 4)




APPENDIX 1: PART 2 - AGREED PERFORMANCE STANDARDS
Selangor State Road Maintenance

Part 2 - Category Of Works And Agreed Performance Standards

ITEM NO BRIEF DESCRIPTION OF CONDITION AR oanng CE
RO7 DRAINAGE

1 Cycle
a. Cleaning Works
i. Protocel / Primary road - 6 Cycle per year
ii. Secondary / Minor roads - 4 Cycle per year

2 Debris in all open drains (lined and unlined drains) except Clean and desilt as per cycle
monsooen drains and irrigation canals.

3 Debris in sumps Clean and desilt as per cycle

4 Debris in culverts Clean and desilt as per cycle

5 Blocked gratings Clean all blockages from grating

as necessary

6 Scope of work as per Appendix | : Part | : Routine Clean as per cycle
Maintenance Works

APS/7/10




Appendix 1

. Specification

KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI
SELANGOR DARUL EHSAN (TAHUN 2026 - 2030)

RO 7 - DRAINAGE
RO7.1 SCOPE OF WORKS

The Company shall provide all labour, equipment, tools, chemicals, materials,
transports, mchinery and whatever necessary to carry out;

a. Cleaning off foreign object of lined and unlined drains (Earth drain), sumps,
culverts, covered drain, blocked grating and scupper drain.

b. Repairing work such as damaged drains, sumps, misaligned and unlined drains,
reseat disseated drain and damaged cover.

¢. The Company shall excavate earth drain to ensure the water flow smoothly and
conform to the hydraulic gradient level. The excavated materials shall safely
remove and dispose of all debris from site immediately as per S.0 instruction.

d. The Company must ensure the culvert is clean thoroughly and wholly and clean ali
debris to ensure the water flow smoothly and conform to the hydraulic gradient
level.

e. The Company shall carry out maintenance works for all types of drains located
within the Goverment road reserve. The scope includes cleaning, desilting, debris
disposal, minor repairs, and ensuring proper drainage flow and functionality.

RO 7.2 DEFINITION

a. Cleaning of drains shall be defined as the collection, transportation and disposal of
debris, silt, stone aggregates, boulders, wastes and thrash, vegetation, timber and
fallen branches and leaves and all ather material which will reduce the efficiency of
all types of drains.

b. Cleaning of sump shall be defined as the desilting, emptying and cleaning of all
sumps.

RO 7.3 TYPES OF DRAIN

a. Concrete lined drain,

b. Eath drain - works limited to cleaning and desilting only.

RO7-1/2



Appendix 1
Routine Maintenance Works

KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI SELANGOR
DARUL. EHSAN (TAHUN 2026 - 2030)

ITEM

SCOPE OF WORKS

RO8

ROAD CLEANING

The Company shall provide all labour, equipment, tools, materials, transports,
machinery and whatever necessary for the execution of the works below:

1. Clearing debris and physical object.

2. Clearing illegal construction and domestic waste.
St Clearing loose material (sand/aggregate) on paved surface includes median.
4. Cleaning pave and unpaved area.

51 Cleaning illegal bunting.

6. Herbicide spraying on grass and bushes at road kerb/ median/ pave block and
shoulder

7. Pruning of tree which is block the signage.

8. Removal all vegetation at median.

The Company to ensure cleaning works cycles as follow:;
i. Protocol/ Primary roads - 4 Cycles per month.
ii. Secondary/ Minor roads - 2 Cycles per month.

The Company to ensure at any time of inspection by road inspector, the Government or
official complaint, there shall be no visible debris/ carcass within 24 hours
after detection without dispute.

The Company shall follow without dispute the routine maintenance works specification
and method of statement as per Appendix | (Part 4).




APPENDIX 1: PART 2 - AGREED PERFORMANCE STANDARDS

Selangor State Road Maintenance

Part 2 - Category Of Works And Agreed Performance Standards

AGREED PERFORMANCE

ITEM NO BRIEF DESCRIPTION OF CONDITION STANDARDS
RO8 ROAD CELANING
1 Cycle
i. Protocol / Primary road - 4 Cycle per month
ii. Secondary / Minor roads - 2 Cycle per month
2 Scope of work as per Appendix | ; Part | : Routine Clean as per cycle

Maintenance Works

APS/8/10




Appendix 1

Specification

KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI
SELANGOR DARUL EHSAN (TAHUN 2026 - 2030)

RO 8 - ROAD CLEANING
RO 81 SCOPE OF WORKS

The Company shall provide all labour, chemicals, materials, equipment, transports and
whatever necessary for the execution of the works below:

a. Clearing debris and physical object

b. Clearing construction and domestic waste.

c. Clearing loose material {(sand/aggregate) on paved surface includes median.
d. Cleaning pave and unpaved area.

e. Clearing illegal bunting.

f. Herbicide spraying on grass and bushes at road kerb/ median/ pave block and
shoulder,

g. Pruning of tree which is block the signage.

h. Removal all vegetation at median.

Usage of Road Sweeper covering twenty percent (20%}) of the total length of the
RO 8.2 Protocol Road or as instructed by the Government

RO 8.3 WORKPROCEDURES
1. The Company shall submit Method of Statement for approval by S.0

2. The Company shall submit Traffic Management Plan (TMP) for approval by S.0.

RO8-1/1
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