KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN DI NEGERI SELANGOR (2026 - 2031)
KERJA - KERJA PENYELENGGARAAN RUTIN BAGI KONTRAK JANGKA PANJANG PENYELENGGARAAN
JALAN DI NEGERI SELANGOR (2026 - 2031)

Bil. Keterangan kerja Unit | Kuantiti | Harga Jumlah

1 |RO04 - i.Kerja-kerja pembersihan dan pembaikan kecil KM 100
perabut jalan seperti papan tanda, guard rail, road kerb,
parapet wall dan lain-lain.

Keterangan kerja - Rujuk lampiran

Jumlah
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Appendix 1
Routine Maintenance Works

KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI SELANGOR
DARUL EHSAN (TAHUN 2026 - 2030)

ITEM

SCOPE OF WORKS

RO4

ROAD FURNITURE

The Company shall provide all labour, equipment, iools, materiais, transports,
machinery and whatever necessary for the execution of the cleaning works below:

=N

Cleaning and repairing of the guardrail and other components.

2. Cleaning and repairing of signages, signboard, post, solar panel and amber light.

3. Cleaning of delineator post, kilometre post and barriers

b

Cleaning and dispose of illegal bunting, stickers, and other illegal signages
including frames and/or hanging wire.

Cleaning, minor repairing and levelling of manhole.
Repainting post of signage, signboard and gantry.

Repainting of delineator posts and kilometre posts.

L N o w»

Repainting and repairing of road kerbs and concrete barriers.
The Company to ensure cleaning works cycles as follow:

i.  Protocol/ Primary roads - 6 Cycles per year

ii. Secondary/ Minor roads - 4 Cycles per year

The Company shall ensure that the cycle of repainting works for all the types of roads
shall be one (1) cycle per year or as instructred by S.0

The Company shall follow without dispute the routine maintenance works specification
and method of statement as per Appendix 1 (Part 4)




APPENDIX 1: PART 2 - AGREED PERFORMANCE STANDARDS
Selangor State Road Maintenance

Part 2 - Category Of Works And Agreed Performance Standards

AGREED PERFORMANCE

ITEM NO BRIEF DESCRIPTION OF CONDITION STANDARDS
RO4 MAINTENANCE OF ROAD FURNITURES
1 Cycle
a, Cleaning Works
i. Protocol / Primary road - 6 Cycle per year
ii. Secondary / Minor roads - 4 Cycle per year
2 Scope of work as per Appendix | : Part | : Routine Clean as per cycle

Maintenance Works

APS/4/10



Appendix 1
Specification

KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI
SELANGOR DARUL EHSAN (TAHUN 2026 - 2030)

RO 4 - ROAD FURNITURE

RO 4.1 SCOPE OF WORKS

The Company shall provide all labour, chemicals, materials, equipment, transports,
machinery and whatever necessary for the execution of the works below:

oo oo

TQ =0

Cleaning and repairing of guardrail.
Cleaning of signage, signboard and post.
Cleaning of delineator post, kilometre post and concrete barrier.

Cleaning and dispose of illegal bunting, stickers and illegal signage including
frames and/or hanging wire.

Cleaning, minor repairing and levelling of manhole.
Repainting of guardrail beam.

Repainting of post signage, signboard and gantry.
Repainting of delineator posts & kilometre posts.

Repainting and repairing of road kerbs and concrete barriers.

RO 4.2 WORK PROCEDURES

a.

Cleaning and Repairing of Guardrails.

Guardrails including delineator mounted on it shall be washed with clean water. All
surfaces must be cleaned.

Stains of tar, grease or ¢il shall be removed by using chemical, followed by
detergent and throughly rinsed with clean water.

All chemicals and detergents used by the Company for cleaning purposes shall
cause no harmful effects fo the materials and surfaces to be cleaned.

Care should be taken by the Company to prevent the reflective strips from being
scratched, defaced or other damages during the cleaning operation.

The Company shall execuie minor repairing works for guardrail as per 8.0
instruction such as:

a. Stolen of guardraii components.
b. Replacement of guardrail components damage due to accident.

The Company shall ensure the guardrail and it components are not stolen and
vandalised.
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Appendix 1

Specification
KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI
SELANGOR DARUL EHSAN (TAHUN 2026 - 2030)

RO 4 - ROAD FURNITURE

b. Cleaning of Signage, Sighboard and Post.

The warning, regulatory and directional signboards on the site shall be cleaned.
The following procedures of cleaning shali be used:

i. For surface contaminated with tar, oil, smut orfand bitumen, mild solvent
such as mineral spirits shall be used. The surface shall the be washed
with mild detergent and water, and then rinsed with clean water.

ii. For surface contaminated with pollen and fungus, the surface shall be
washed with a 3-5% S8odium Hypochloride solution, following by
detergent and water. The surface shall then be rinsed with clean water.

The Company shall exersice great care to avoid the sign face from being
scratched and other damages during the cleaning operations.

¢. Cleaning of Delineator Posts, Kilometre Post and Concrete Barriers.

The concrete barrier, delineator posts, kilometre post and its reflector units shall be
cleaned with clean water, approved chemicals or detergent.

The Company shall exercise due care during the cleaning operations to avoid the
reflectorized faces being defaced and scratched.

d. Cleaning and Dispose of llleqal Bunting, Stickers and lllegal Signage.

The Company shall dismantle, clean and dispose to make good any illegal bunting,
stickers or others related of advertising material out of site as per S.0 instruction.

e. Cleaning, Minor Repairing and Levelling of Manhole.

The Company must ensure the manhole level is equivalent to the road level.

f. Repainting of Guardrail Beam.

The beam shall normally, not required to be painted. However, when the beams
are to be repainted, they shall be cleaned and painted with and approved rust
inhibitive primer.
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Appendix 1

Specification

KONTRAK JANGKA PANJANG PENYELENGGARAAN JALAN-JALAN NEGERI DI
SELANGOR DARUL EHSAN (TAHUN 2026 - 2030)

RO 4 - ROAD FURNITURE

g. Repainting Post of Sighage, Signboard and Gantry.

Repainting of the posts shall be carried out in the following manner. The exposed
surface shall be coated with 2 coats or protective paint such as micaceous iron
oxide or similarly approved substance. Each coat of the new protective paint shall
have a thickness of 50 micron or as recommend by the manufacturer.

The deterioration painted surface shall be properly sand papered or wire brushing
and cleaned before being coated with new paint. When the existing paint shows
defects such as cracks and peeling, it shall be throughly removed by method of
wire bushing, scrapping and papering or blasting.

Exposed metal surface shall be throughly cleaned and free from any rush and dust

before it is primed with red lead primer. Paint shall be applied only when the
surface or the previous coat is dry.

h. Repainting of Delineator Posts and Kilometre Poste

Where repainting of existing posts is required the following procedures must be
followed. If the surface is still intact, it shall be polished with fine sandpaper and
then painted with one layer of undercoat followed by two layers of gloss enamel
paint. Where the surface has cracked and peeled off, the paint shall be removed
by burning or using paint remover. The surface must then be cleaned thoroughly
and painted with one layer of aluminium base paint for timber followed by one layer
of undercoat. The surface paint shall be finished with two layer of gloss enamel
paint,

i Repainting and Repairing of Road Kerbs and Concrete Barriers

The surface that requires to be repainted shall be scrapped from peeled paint film.
Prior to application, the surface must be dry and free from dirt, moss, algae groeth,
mud and loose particles. The undercoat shall then be applied. The final coat shall
be of acrylic paint. The painting works shall be done neatly and uniformly by using
roller, brush or other appropriate.
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